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NEK606 阻水船用电缆

结构
芯数×截面积

(mm²)

标称绝缘厚度
mm

标称内衬厚度
mm

标称内护套厚度
mm

标称外护套厚度
mm

标称外径
mm

标称重量
kg/km

1×500 3.4 2.4 1.8 1.6 52.7±2 7718 

1×630 3.4 2.6 1.9 1.6 57.7±2 9188 

3×16 3.4 2.3 1.7 1.0 48.0±2 3465 

3×25 3.4 2.4 1.8 1.2 52.5±2 4100 

3×35 3.4 2.5 1.8 1.2 54.6±2 4578 

3×50 3.4 2.6 1.9 1.2 57.5±2 5444 

3×70 3.4 2.7 2.0 1.2 61.3±2 6431 

3×95 3.4 2.9 2.1 1.4 66.3±2 7875 

3×120 3.4 3.0 2.2 1.4 70.4±2 9214 

3×150 3.4 3.2 2.3 1.4 74.1±2 10747 

3×185 3.4 3.4 2.4 1.4 76.8±2 11865 

3×240 3.4 3.6 2.6 1.6 82.7±2 13965 

3×300 3.4 3.8 2.7 1.6 88.2±2 17115 

Reduced Fire Propagation
IEC60332-3-22

N
Standard

IEC 60092-351

N
Standard

IEC 60092-354

N
Standard

IEC 60092-359

N
Standard

NEK 606:2004

Flame Retardancy
IEC60332-1

Low Corrosivity
IEC60754-2

Zero

Halogen Free
IEC60754-1

Low Smoke Emission
IEC 61034-1&2 

Water Tightness
VG 95218-29




